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Top of joists notched
75mm to bear into existing
pockets.  Make good as
needed with lime mortar to
Architect's specification Detail D

Noggins between
joist ends (typical)
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Joists on hangers
to existing timber
beams (typical)

New 150x50
ceiling joists
at max. 400 centres

Expamet BAT HD or similar
approved vertical hanger*

Section A

Section B

Section C

Prop purlins (temporary works
to contractors design) and
rebuild bearing points in new
brickwork with two vertical rows
of stainless starter ties into side
of existing chimney breast.

Expamet BAT HD or similar approved
30x5 galvanised mild steel hangers
wrapped around under existing beam
and nailed with min. two 5mm diameter
nails, and wrapped around over
existing purlin and nailed similarly

Existing beam bolted to chimney
breast through solid timber
packs with M16 HAS-U anchors
at 400 c/c and HY-270 resin
(150mm embedment into brick)

existing beams bolted
to existing primary truss
rafters with two M20
bolts each end of beam

Infill with bonded
brickwork to a
horizontal level

Check solidity of
brick and mortar
under purlin -
repoint/rebuild
only if loose

Build out in
bonded brickwork
if needed to
ensure full
thickness of
sound brickwork
is maintained at
corner

to hang beam from both sides of purlin
as Section 3-3 on drawing 27876/2360

           as Section 3-3
on drawing 27876/2360

4

New galvanised mild steel
vertical hanger

* *

* *

Additional strap to be added to
other side of ceiling binder. To be
connected to bolts already installed
in prior remedial works.


