127.52

Existing roof slates to be
retained and incorporate
new rooflights as shown

Slate Roof

fitted to manufacturers
instructions

124.56

Proposed first floor level

Existing opening to be
retained and new aluminum
framed double glazed
entrance door and panels
to be fitted

119.589 <
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FRONT/EAST ELEVATION - 1:50

Brick

1 .

S | T I 119.35

New double glazed windows into
existing openings - top section n
of windows (above new first floor
level) to be glazed with
translucent Etch Matte glazing

128.76
Existing roof slates to be
retained and incorporate
125.54 new rooflights as shown
/ fitted to manufacturers
instructions
Slate
Pebble
Dash
122.42
_— ‘ - Existing opening to be
“ N‘ retained and new aluminum
] ‘ framed double glazed
. 5 entrance door and panels
Brck Brick ‘ [_ :J to be fitted
| 120.13
119.75 | T /
A
| 119.84

Existing outbuilding to be
repaired/rebuilt to match

existing

REAR/WEST

New aluminum framed
double glazed window
frame in existing opening

ELEVATION - 1:50

Reduce size of existing
opening to suit in brickwork
to match existing

COPYRIGHT RESERVED.
This drawing is the property of A.J.Cocker Associates Ltd. and must not be copied or used in whole or in part without
their consent.

CDM:

TYPICAL ROOFLIGHT DETAILS - SUBJECT TO SPECIFIC MANUFACTURER DETAILS
AND TO SUIT ROOF COVERING - ROOFLIGHTS PRE-FINISHED RAL 7016 EXTERNALLY  SCALE - 1:10

Clients and contractors must fulfil their duties under the CDM regulations 2015.The client is required to notify the HSE
of any projects lasting more than 30 days or involving more than 500 person days.

General door and window specification -

Door Specification: Comar 7Pi commercial door
o Swing Door

o Low threshold

o 1 Hook Locks

o Stainless Steel 300mm x 32mm Pull Handle

o Integrated door closers (no hold open )

o PPC standard single RAL 7016 MATT

o Assumed no requirement for electronic access

Window Specification: Comar 5Pi Eco
o Espag locking

o Key lockable handle

o No trickle ventilation

o No cills on fixed lights

o Outward opening vent

Glazing Specification: Final specification TBC (the
below has been priced for)

0 4mm clear toughened outer

o 20mm argon filled warm edge spacer

0 4mm clear toughened inner (low e or equivalent)

RAL 7016
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MAIN ENTRANCE FRAME - 1:20 S
) 3
Note;
Frames set back no less than
150mm from outer face of brickwork
to suit existing reveals
Blank panel finished to
match window frames to
= arched head
=
f2in i TR < Bis)

Mg 2if

Existing stone sill

TYPICAL WINDOW SECTION 1:20

31-8-23

TYPICAL WINDOW PLAN 1:10

Rear single window noted to be aluminum as requested by Planning Officer.

L

Aluminium frames to doors and
windows finished in RAL 7016 as
above

Note;

Frames set back no less than
100mm from outer face of brickwork
to suit existing reveals

see note
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Proposed conversion of existing garage/
workshop at Mason Street, Heywood date: March 23
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