
EXISTING ELEVATION

PROPOSED ELEVATION

INTERNALLY ILLUMINATED
PROJECTION SIGN

650mm(H) x 4000mm(W) x 100mm(D)
ILLUMINATED SIGNAGE PANEL; INDIVIDUALLY
ILLUMINATED WHITE BETRED LETTERING
500mm IN HEIGHT;
INTERNALLY ILLUMINATED;
SLOAN V180 LED
LIGHTING MODULES
12VOLT SUPPLY

FRET CUT & FOLDED ALUMINIUM TRAY
WITH WELDED AND DRESSED CORNERS,
POWDER COATED RAL 5017 GLOSS

PAINT EXISTING WINDOW FRAMES
IN RAL 5017

“BETFRED”
LETTERING IN WHITE

PROJECTING SIGN

500mm (H)  x 750mm (W) x 100mm (D)
ILLUMINATED PROJECTION SIGN;
POWDER COATED
BOTH SIDES; DIGITALLY
PRINTED VINYL AND MATT LAMINATE
APPLIED TO LOGO AREAS; FRET CUT AND
BACKED UP WITH 3MM OPAL ACRYLIC;
FIXED THROUGH FASCIA; PANELS POWDER
COATED RAL 5017.

DOUBLE SIDED
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GENERAL SHOPFITTING NOTES DRAWING TITLE:

Existing and Proposed Elevation Plan

All dimensions are to be checked on site.

1. All deliveries to the shops are to be booked with the
warehouse at least 48 hours in advance.

2.Vans are loaded up before 12pm the day before so any
forgotten items need to be rang through to the warehouse
before then.

3.All Contractors, Sub- Contractors, Engineers and
Shopfitters are all responsible for the removal of their
own rubbish. No rubbish is to be left on site at the end of
the fit without approval from the P.M

4.All electrical equipment must be tested to ensure in
working condition(s) on installation and prior to snagging
meeting

5.Any questions on information on the plan, sizes, height of
or fitting etc, clarification to be made prior to installation 

(GENERAL SHOPFITTING NOTES TO BE FINALISED SHORTLY)

DETAILS ADDED 13/02/241

COLOUR LEGEND REMOVED (OLD SPEC) 13/02/242
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