
LOCKABLE ACCESS

DOOR WITH COMPRESSION

LOCK

WEC TRANSFERABLE WINCH

(WUB)

INTERNAL PLYWOOD

BACK BOARD 190 X 85

80

2
0

0

114Ø TUBE

2 X M25 TAPPED

CONDUIT HOLES

REAR OPENING

Behind pivot shroud

Access only in tilt over Position

Maximum Equipment

Loading 25kg approx .

Access Door

Winch Mount

120 sq Box section Base

Pivot Point

Section on Baseplate

450

355

450 355

4 x Slots to suit

M24 Root Studding

Top Mount Detail

114Ø Tube

70Ø Center Hole

4 x M6 Tapped holes

in 101.6 PCD

4 Mtr

Nominal

Support Gussets

WEC - TP4T - GA

TP4T - TUBULAR TILTING POLENotes:

*All Material mild steel grade S235 minimum

Finish: Galvanized BS EN ISO 1461 - 2009

CHKDCEDRN CUSTOMER:

DRG NO

TITLE:
ANGLE PROJECTION

20.03.2020

ISS 00

Execution Class:  EXC1Dims = mmITEM Quality Standard: BS EN 1090 Scale: Not to scale

CCTV- Divsion -

Britannia House,Junction street Darwen Lancashire BB3 2RB

Tel: 01254 700200    Fax: 01254 873637

Website: WWW.WEC.uk.net   - Email: all@wec.uk.netGroup Limited

CAMERA

MOUNTING DETAILS

REQUIRED

*Galvanised to: BS EN ISO 1461: 2009

*Welding Standard: BS EN 1011:2001

*Manufacturing Std:

 BS EN ISO 1090:2018 - EXCL 1

*Quality Standard: BS EN 9001 - 2015

*Material / General Steel work: BS EN 10025 1993

*ISO Metric Fixings in accordance with: BS 3692

*IP54 - Limited dust and water protection

*Structural Calculations - Job specific

Product Notes & Standards:


