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DOUBLE SECURITY STEEL DOORSET TO SUIT
3000mm HIGH STRUCTURAL OPENING. DOUBLE LEAF

DOOR, ACTVE LEAF SURELOCK McGILL SLIMLINE 3
POINT INTERNAL PANIC SYSTEM COMPLETE WITH
LOCK WITH EMERGENCY OVERRIDE, EXTERNAL
ACCESS DEVICE TO ACTIVE LEAF. PASSNE LEAF TO
HAVE HEAVY DUTY SPRUNG SHDOT BOLTS TO TOP
AND BOTTOM.
HEAVY DUTY DOOR RESTRAINTS SHALL BE FITTED
AT THE HEAD OF EACH DODR LEAF AND THE TOP
OF HINGED OVERPANEL, THEY SHALL BE CAPABLE
— [gmﬁ OF HOLDING THE DOORS AND PANEL OPEN AT 90
DEGREES FITTED WITH EXTENDED HANDLES FOR

STORE ROOM

DNO RELAY / CONTROL ROOM RELEASE. REMOVAL TRANSOM AS PER DOOR

MANUFACTURES RECOMMENDATION. ALL DOOR

HINGES SHALL BE VANDAL RESISTANT / HEAVY
@ DOORS SHALL BE FITTED WITH A EXTERNAL
we S-11330 SURFACE LEO, EURO-PROFILE CYLINDER
]7 q - SECURE LOCKING ARRANGEMENT CAPABLE OF
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OUTY WITH CONCEALED FIXINGS.
oo o o wua RECEVING AN ABLOY CY336PT EURO-PROFILE
VPR AT TR A CYLINDER ASSEMBLY. SEE DETAIL VIEWS
SR PUsL BT WPD-SUITED CYLINDER WILL BE SUPPLIED BY WPD.
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SINGLE DOOR AS ABOVE TO SUIT 2100mm HIGH
STRUCTURAL OPENING.

METERNG ROON

WAL DS D WD
MOLTORE TRENGH A5 SHowe

BULDIGMONTED SEABA GRAL To
FUDE INE-CE ST ks Lk
TN ok s ST Est

FEQURBIBIS 10 o LETERIND
FOLIWIG CETLED ST ASSESHENT

0 DNO CONTROL ROOM JK DC 21/11/23
Issue Description Drawn | Checked| Date

Project Title

Sta 100mm D SUOOT
WD DTS o W,
WILTEE TRaith 4 Siom

Royle Barn Road

Drawing Title

=== DNO CONTROL ROOM ELEVATION

Scale Original Size Sheet
0 1:100 A3 1 of 1

ogp

= ! Drawing Number Revision

004 1

0 2m 4nm 6m J J 1_1 D ;
SCALE 11100 M A S DA H



AutoCAD SHX Text
LVAC

AutoCAD SHX Text
PIR

AutoCAD SHX Text
E1

AutoCAD SHX Text
2

AutoCAD SHX Text
METERING ROOM

AutoCAD SHX Text
DNO RELAY / CONTROL ROOM

AutoCAD SHX Text
2.0kW

AutoCAD SHX Text
2.0kW

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
PIR

AutoCAD SHX Text
E1

AutoCAD SHX Text
2

AutoCAD SHX Text
SA

AutoCAD SHX Text
DOUBLE SECURITY STEEL DOORSET TO SUIT 2550mm HIGH MINIMUM STRUCTURAL OPENING

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
5000

AutoCAD SHX Text
1095

AutoCAD SHX Text
1810

AutoCAD SHX Text
1395

AutoCAD SHX Text
2490

AutoCAD SHX Text
910

AutoCAD SHX Text
900

AutoCAD SHX Text
900

AutoCAD SHX Text
305

AutoCAD SHX Text
=

AutoCAD SHX Text
=

AutoCAD SHX Text
STEEL PALISADE SECURITY FENCE LINE

AutoCAD SHX Text
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DOUBLE SECURITY STEEL DOORSET TO SUIT 3000mm HIGH STRUCTURAL OPENING. DOUBLE LEAF DOOR, ACTIVE LEAF SURELOCK McGILL SLIMLINE 3 POINT INTERNAL PANIC SYSTEM COMPLETE WITH LOCK WITH EMERGENCY OVERRIDE, EXTERNAL ACCESS DEVICE TO ACTIVE LEAF. PASSIVE LEAF TO HAVE HEAVY DUTY SPRUNG SHOOT BOLTS TO TOP AND BOTTOM. HEAVY DUTY DOOR RESTRAINTS SHALL BE FITTED AT THE HEAD OF EACH DOOR LEAF AND THE TOP OF HINGED OVERPANEL, THEY SHALL BE CAPABLE OF HOLDING THE DOORS AND PANEL OPEN AT 90 DEGREES FITTED WITH EXTENDED HANDLES FOR RELEASE. REMOVAL TRANSOM AS PER DOOR MANUFACTURES RECOMMENDATION. ALL DOOR HINGES SHALL BE VANDAL RESISTANT / HEAVY DUTY WITH CONCEALED FIXINGS. DOORS SHALL BE FITTED WITH A EXTERNAL S-11330 SURFACE LEO, EURO-PROFILE CYLINDER SECURE LOCKING ARRANGEMENT CAPABLE OF RECEIVING AN ABLOY CY336PT EURO-PROFILE CYLINDER ASSEMBLY. SEE DETAIL VIEWS  WPD-SUITED CYLINDER WILL BE SUPPLIED BY WPD. SINGLE DOOR AS ABOVE TO SUIT 2100mm HIGH STRUCTURAL OPENING.
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