Area of tactile paving as
Q25 320.

Surface shaling - dress

back to improve surface but
allow contingency to renew
step.

Horizontal crack /

delamination along bed.
Renew step.

Delaminated and surface

shaling. Renew step.

Delaminated. Renew step.

Cement patch to back of

Sounds delaminated in part when
hammer tested. Retain step for
now.

step - allow to remove patch
and front indent and provide
new larger indent.

Surface shaling holding
water; delaminated. Renew
step.

Eroded corner - review on
site - allow for new indent.

Sounds delaminated in part when
hammer tested. Retain step for
now.

Delaminated. Renew step.

Remove all vegetation and
treat with biocide.

Cut out and renew indent.
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Top of step sounds delaminated
when hammer tested. Existing

indent formed across joint. Renew

step.

Record position of all stone steps.

All steps to be carefully lifted as Q25 311to allow
for new service provision for lighting etc.

Clean existing steps as Q25 311.

Excavate and provide new bedding as Q25 716.
Reinstate steps in original position. Allow for
localised rebuilding of walling at abutments with
side walls as required where steps are built into
the wall.

Provide and install
row of metal studs
to bottom nosing as
Q25 490.

Remove all cement pointing
and patching. Deep pack
and repoint using lime
based mortar as Q25 695.

Unless stated the existing stone
indents were sound at time of

survey. Note that indent thickness

is undersized in some cases.

9 no. risers.
Step riser = 155mm av.

Step going = 330mm av.

Key - existing indent.
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Approximate scale - see notes.
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Any dwg format drawing s to be read in conjunction with and at the scale of the accompanying pd.

Where colours other than black or grey are used, the drawing must be plotted in colour.

For status 'C' (Construction) drawings all dimensions are to be checked on site by the contractor,

scalingis for Local Authority purposes only.

Unless otherwise indicated, all dimensions are in millimeters.

Allinformation on this drawing is to be read in conjunction with the relevant Donald Insall Associates
ification and trade ! drawings and i by specialist

In the event of any discrepancy, please contact us immediately.

This drawing may contain survey information by others and is to be used solely for the purposes for

which it was issued

These are issued for

regarding the drawings, please contact DIA immediately.

Please note DIA cannot be held responsible for any errors arising from changes made to an

uncontrolled dwg file.
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NOTES

Drawing not based on a measured
survey. Contractor to assess
proposed works on site and make
own measurements. Scale (right) is
indicative only.

Read in conjunction with all other
Insall drawings, specifications and
documents.
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