Structural engineer to confirm if
new floor support beams are
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required, to be designed and
calculated by structural engineer.
Wall between bedroom 1 and
bedroom 2 carries on down to
ground floor and is assumed to
be loadbearing. Builder to inspect
below ground floor level and
conform if loadbearing to
structural engineer.

New timber staircase from first to

second floor to have a going of
245mm 12no. equal risers, max
220mm riser(max staircase angle
of 42°) with a minimum clear
headroom of 2m.

Balustrade to 1 side of stair min.
900mm above pitch.

Broken lines indicate existing
bedroom wall to be removed to

form larger landing area up to loft.

If loadbearing then a structura
engineer is to design suitable
support steelwork

Bedroom1

Conway Architectural Design shall have no
responsibility for any use made of this document other
than for that which it was prepared and issued.

This drawing should not be scaled. Work to figured
dimensions only.

All dimensions and levels to be checked on site.

No building work is to be started until all relevant
approvals are in place.

Any discrepancies should be reported to Conway
Architectural Design.

This drawing should not be reproduced without written
permission from Conway Architectural Design.
Standard Building Regs Notes are to be provided by
Conway Architectural Design prior to a building regs
application being submitted.

p 6 Conway Close
coang Alkrington
° Middleton
ﬂl'ehlleelll "I Manchester, M24 1EW
[ ]

Deﬂgn E: conway-design@outlook.com
JOBTITLE : Proposed Extensions And Alterations
ADDRESS : 17 lvy Drive, Alkrington
DRAWING TITLE : Proposed First Floor Plan
SCALE : 1:50 @ A3
DRAWN : xxx DATE :22.05.24

o 858-09



	Sheets and Views
	Proposed First Floor Plan


