Missing obelisk.

Rake out and repoint all
outer walls of fountain.

Area has been repointed
using hard cement based
mortar - rake out and
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m Section as existing

02 Section as existing
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Rake out and repoint all
outer walls of fountain.

Rake out and repoint all
inner wall faces.

repoint.

Settlement to walling - take
down and rebuild.

Area has been repointed
using cement based mortar,
which has cracked - repoint
following rebuilding.

Rake out and repoint all
inner wall faces.

Rake out all mortar joints and repoint using lime
based mortar - spec tbc.

Allow for flush pointing slightly recessed from stone
face by stippling with bristle (non metal) brush.

To be ascertained with conservation officer - a rustic
overall appearance may be required to the walling -
allow extra over to brush back the pointing slightly
further to achieve this.

Opening forming overflow?
Repaint metal grill.

Unsightly ducts and cabling.

Re-route ideally.

Infill opening in matching stone.

see dwg 1009 for fountain

Stone spitter.

Stone trough.
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03 Section as existing
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see dwg 1009 for fountain

Rake out and repoint all
inner wall faces.

Rebuild stone face
locally.

Rake out all mortar joints and repoint using lime
based mortar - spec tbc.

Allow for flush pointing slightly recessed from stone
face by stippling with bristle (non metal) brush.

To be ascertained with conservation officer - a rustic
overall appearance may be required to the walling -
allow extra over to brush back the pointing slightly
further to achieve this.

Column appears to lean towards the north.
Further check required and engineers comment
on need for any remedial action.

Capital appears to be replacement, with original
ball finial reinstated.

Closer check on condition and stability of ball
finial required.

m Large stone block displaced.
Lift and re-bed.

Rake out and repoint all
inner wall faces.

Rake out all mortar joints and repoint using lime
based mortar - spec tbc.

Allow for flush pointing slightly recessed from stone
face by stippling with bristle (non metal) brush.

To be ascertained with conservation officer - a rustic
overall appearance may be required to the walling -
allow extra over to brush back the pointing slightly
further to achieve this.

2

Large stone block displaced.
Lift and re-bed.

Photo 30
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Repointing in cement
mortar. Mortar cracked
and loose. Rake out
and repoint.

Area of widened
joints and loosened
stone. Rebuild face

i.

S

Stone block below obelisk
has fine cracking possibly
along line of vein. Review
on site but retain stone for

Joints have opened here,
and repointed in cement
mortar. Mortar cracked and

locally. loose. Rake out and deep
pack repoint.

now.
0 05 1 25
T ey —
Scale 1:50 m

Approximate scale - see notes.

Any dwg format drawing is to be read in conjunction with and at the scale of the accompanying pdf.

Where colours other than black or grey are used, the drawing must be plotted in colour.

For status 'C' (Construction) drawings all dimensions are to be checked on site by the contractor, scaling is
for Local Authority purposes only.

Unless otherwise indicated, all dimensions are in millimeters.

All information on this drawing is to be read in conjunction with the relevant Donald Insall Associates
specification and trade contractors' drawings and information by specialists.

In the event of any discrepancy, please contact us immediately.

This drawing may contain survey information by others and is to be used solely for the purposes for which
it was issued.

These are uncontrolled documents issued for information purposes only. If you have any queries regarding
the drawings, please contact DIA immediately.

Please note DIA cannot be held responsible for any errors arising from changes made to an uncontrolled
dwg file.
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NOTES

Drawing not based on a measured
survey. Contractor to assess
proposed works on site and make
own measurements. Scale (right) is
indicative only.

Read in conjunction with all other
Insall drawings, specifications and
documents.

Donald Insall Associates

Chartered Architects and Historic Building Consultants

Packer Spout, Broadfield Slopes, Rochdale

Bridgegate House, 5 Bridge Place
Chester CH1 1SA

(+44) 01244 350 063
chester@insall-architects.co.uk
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