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General Notes

Proposed Part Ground Floor Plan (1:25)

Section A-A (1:25) Section B-B (1:25)

Note for SAP Calculation:
 
New floor area = 22.04
Total Glazed Area = 18.5m2

Cranked steel designed by structural engineer.
Requirement for brick facing to stiffen the steel
may be required, however this should be determined 
by the SE through calculation
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DRAINAGE TO BE ASSESSED TO DETERMINE IF A COMBINED SYSTEM OR SEPARATE FOUL AND SURFACE WATER SYSTEMS ARE EXISTING. CONNECT TO THE RELEVANT SYSTEMS.

AutoCAD SHX Text
RAINWATER GOODS

AutoCAD SHX Text
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AND 102.5mm FACING BRICK TO BEST MATCH EXISTING.  ALLOW FOR STEEL WALL TIES AT 450mm VERTICAL AND 900mm HORIZONTAL CENTRES.
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MOVEMENT JOINTS AND ROOF VERGES.
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AND TO BE INSTALLED BY QUALIFIED PLUMBER. ALL NEW WATER CONNECTIONS SHOULD BE TO EXISTING WATER INLET, AND BOILER,

AutoCAD SHX Text
TO BE INSTALLED WITH EITHER MIN. 15mm COPPER PIPE OF 15mm UPVC/NYLON PIPE WITH SOLDERED COMPRESSIVE JOINTS
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90mm KINGSPAN K106 FILL FILL CAVITY INSULATION WITH JOINTS TAPED AND SEALED 
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ROOF TO CONSIST OF TAPCO ROOF SLATES LAID AT 17 DEGREES (CONTRACTOR TO CHECK PITCH ONE SITE), FIXED TO 25x50mm TILING BATTENS, 
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OVER LOOSE TIMBERS OF 195X47mm, AT 450mm CENTRES, SAT ON 100x50mm S.W. WALL PLATE WHICH IS STRAPPED TO WALL WITH STEEL RESTRAINT STRAPS, AT 1500mm CENTRES AND WALL PLATE BOLTED TO EXISTING WALL.
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AutoCAD SHX Text
H

AutoCAD SHX Text
DISTRIBUTION BOARD. WHERE MORE THAN ONE ARE

AutoCAD SHX Text
HEAT DETECTOR TO BS 5446-2: 2003, TO BE PERMANENTLY

AutoCAD SHX Text
HEAT DETECTOR TO HAVE BATTERY BACKUP AND TO BE

AutoCAD SHX Text
SHALL CONFORM TO IEE WIRING REGULATIONS.

AutoCAD SHX Text
INSTALLED THEY WILL BE INTER-CONNECTED. WIRING

AutoCAD SHX Text
LOCATED A MIN. OF 300mm AWAY FROM ANY WALL

AutoCAD SHX Text
WIRED TO A SEPERATLEY FUSED CIRCUIT AT THE

AutoCAD SHX Text
AND LIGHT FITTING.

AutoCAD SHX Text
STEEL SUPPORT LINTEL OVER DOORS IF DEEMED REQUIRED

AutoCAD SHX Text
DESIGNED BY QUALIFIED STRUCTURAL ENGINEER

AutoCAD SHX Text
CONTRACTOR TO SAW CUT

AutoCAD SHX Text
TO CREATE CONTINUOUS CAVITY

AutoCAD SHX Text
CONTRACTOR TO SAW CUT

AutoCAD SHX Text
TO CREATE CONTINUOUS CAVITY

AutoCAD SHX Text
PROVIDE CODE 4 LEAD FLASHING 

AutoCAD SHX Text
WITH MIN 150mm UPSTAND AND LAPS

AutoCAD SHX Text
ONTO ROOF, ALLOW FOR NEW CAVITY

AutoCAD SHX Text
TRAYS AND WEEP VENTS TO WALLS

AutoCAD SHX Text
OVER NEW ROOF

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
FOR ELECTRICAL SOCKETS, SWITCHES,

AutoCAD SHX Text
LIGHTS ETC CLIENT TO AGREE WITH

AutoCAD SHX Text
CONTRACTOR DURING WORKS TO SUIT

AutoCAD SHX Text
ROOF WINDOW

AutoCAD SHX Text
942mm wide x 1178mm long

AutoCAD SHX Text
H

AutoCAD SHX Text
PROVIDE CODE 4 LEAD FLASHING 

AutoCAD SHX Text
WITH MIN 150mm UPSTAND AND LAPS

AutoCAD SHX Text
ONTO ROOF, ALLOW FOR NEW CAVITY

AutoCAD SHX Text
TRAYS AND WEEP VENTS TO WALLS

AutoCAD SHX Text
OVER NEW ROOF

AutoCAD SHX Text
RWP

AutoCAD SHX Text
Connected

AutoCAD SHX Text
to existing

AutoCAD SHX Text
RWP Connected to

AutoCAD SHX Text
existing surface water

AutoCAD SHX Text
Existing window and lower wall to be removed 

AutoCAD SHX Text
new pocket sliding door to be installed within new stud

AutoCAD SHX Text
External Box column with

AutoCAD SHX Text
centre running in line with

AutoCAD SHX Text
centre of cavity, with insulated

AutoCAD SHX Text
UPVC cladding to face

AutoCAD SHX Text
ROOF WINDOW

AutoCAD SHX Text
942mm wide x 1178mm long

AutoCAD SHX Text
wall and all walls made good

AutoCAD SHX Text
existing bay window to be removed

AutoCAD SHX Text
CENTRAL RIDGE BEAM TO BE STEEL AND TO BE DESIGNED BY QUALIFIED STRUCTURAL ENGINEER

AutoCAD SHX Text
CATNIC CG90/100 LINTEL

AutoCAD SHX Text
RIDGE BEAM TO BE DESIGNED BY

AutoCAD SHX Text
QUALIFIED STRUCTURAL ENGINEER

AutoCAD SHX Text
Relocate existing

AutoCAD SHX Text
rwp


	Sheets and Views
	Layout1 (2)


