GENERAL NOTES

1. FOUNDATIONS 225mm min thickness, strip foundations to project 29, Unsuitable material
150mm min either side of supported wall. Provide 750mm min cover to Vegetable matter such as turf and roots should be removed from the ground to be
Note if vertical insulated foundations. Foundations to be min 900mm to bottom of strip footing and covered by the building at least to a depth to prevent later growth. The effects of
o dpe to jam_b is_used, . taken down to level below invert of any drains passing under or roots close to the building also need to be assessed. Where mature trees are
mastic Polntllng 0s dpe to PrfOJ:St into cavity immediately adjacent to the building. Although strp foundations have present on sites with shrinkable clays the potential damage arising from ground
primary seal by min of 40mm been shown on the drawing these may not be appropriate and are for heave to services and floor slabs and oversite concrete should be assessed.
illustrative purposes only. Foundations to suit conditions to the satisfaction Reference should be made to BRE Digest 29822. Where soils and vegetation
of the Local Authority once trial hole has been dug - Alternative type would require significant quantities of sail to be removed,
Foundations to be designed by Structural Engineer. reference should be made to BRE Digests 24123 and 24224, and to the FBE
expanding foam gap Cgfg,{‘%%%ﬁss g’éﬁ_\?&g?gﬁ;:"gg‘gj,\‘&soo -L (Foundation for the Built Environment) report25.
df;e?m:fﬂf"%nﬁﬁf, !ﬂﬂﬂﬁg :Wﬁy stop or There should not be: o _ o Construction Design And Management Regulations 1994. (CDM
[T T T T [ T T T T T T T T T T T T T 11T T T T T T T T T T T T T T T T T T T T T 7T T T T T T T T T T T T T T T T T T T T ] T T T T [ T T T T [ T T T T T T T T T 17 fit rafter trays to the foot frame nsualted dp a. non-engineered il (as described in BRE Digest 427) or wide variation REGULATIONS) And Health and Safety at Work etc. Act 1974
f raft t t in ground conditions within the loaded area, nor Designers CDM Statement
O ratiers 1o preven WINDOW - JAMB DETAIL b. weaker or more compressible ground at such a depth below the The Clientis respectully reminded of his or her duties under the above act and
InSU|0tI0n b|0CkIng eaves foundation as could impair the stability of the structure. referred to the Health and Safe[y Executive's Guidance note 39 "The Role of the
ventilation 2. Where new foundations arise in vicinity of old foundations, existing Client".
i i I ZhOUr:d be fully grubbed up and new foundations laid at least the same The Designs emcompassed on this drawing are classed as simple construction
epth. using traditional methods and materials available to general builders. As such
KlNGSEAN TH_ERMAWALL ) 3, Al exposed timbers to be treated with a suitable preservative to they do not present any unusual circumstances in their execution o risks which
TW55 insulation 100mm fters as specified ;“:ILI"_' E{:dwft?\ BS.1262:1975. _ 3 a competent builder could not be reasonably expected to know.
thick fixed between truss frumiﬁg anchor 4. Allnew cavities to be closed with 9mm supalux, all new cavities to be For alteration work requiring new openings in walls or the removal of existing
studs to walls and 25mm or truss ciip linked with existing. walls, the builder is to follow the guidance in the Buiding Research
5. Allnew drains to be Hepworth supersleve and to be bedded and Establishment Good Buidling Guides Nos 15 & 20 providing temporary support
i i i over. surrounded in min. 150mm pea gravel. 100mm diameter drains to fall 1 in during work on openings in external walls and removing internal load bearing
Insulation to achieve ’U' AQ. 150mm diameter drains to fall 1 in 60. New dra|n§ tp be enca;eq in walls in older dwellings.
value of 0.28W /m2 K. Foil min 150mm concrete where they pass under new buildings. All existing 1. The Contractor shall ensure that he and all visitors to site are fully aware of
. ’ drains found not to be in use to be capped and sealed in concrete. 150mm these regulations and ensure full compliance with same and shall include for all
backed plasterboard and pre-cast concrete fintols nserted where new drains pass through extemal necessary documentatio.
skim to room — batten Wzgfe' z(:)”ezrlg Zﬁzt gfsess[r?kzeaﬁgotg?]suF>tr\1/4%n?r?1rzr2n(igr:rett§rt)l;;\sjc 2. Contractor to provide all necessary scaffolding with edge protection to
H ; : waste pi Wers, si wi i ins. , ' ‘ . . o
' revent persons falling or falling debris. Also to provide protection to adjoinin
[ [ [ "!d insulation to roof void S.V.P. to be taken up to a ridge terminal or roof vent tile outlet or Eropenie?s along site bgoundary.g P P onng
! ! ! Side otherwise s noted on the pians. Provide rodding eyes or removable traps 3. All necessary safety precautions to be taken when working at high level. i.e
to give access to all runs of the soil system. All traps are to be 75mm using saftey hamess
de.;]szSe‘aSIS;JZarKH\LaC raps. fA” the plulmé)lng |r)sta||gt|onshareléobcompl‘y i 4, Contractor to investigate possible live or redundant services within the site
With B3:55/2. AIlhoxing In for concealed Service pipes snould be seale and any hazardous material that may be present. Refer to Avoiding danger from

1 Bedroom windows to be atfloor and celing levels, and service pipes which penetrate or project

underground services. HSG 47, Control of Asbestos at Work Regulations 2002,
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into hollow constructions or voids. (Refer to item D of diagram 4 of the

! fitted with escape opening

1650

Electricity Safety, Quality and Continuity Regulations 2002

or lintel manufacturer.

area should be not more 12. Avoid chasing of walls for Services.

Cavity tray to be fitted to lintels within external wall with stop ends and

than 1100mm above the

weepholes above to BS 5250:2021 and @ 900mm cts. Loadbearing 13. Risk of working with glass. Risks of working at height and from falling

[T 1 1 1 1T T T T T T T T T T T T T T T 7 r T 1 T 1 T T T T 1 T T [ T 1 [ T [ T 1 [ T [ "1 T [ [ 1 [ T [ [ 1 [ T [ [ 1 [ " [ [ 1 [ [ V[ [ 1T [ " [ [ "1 [ T [ [ "1 [ T [ " T T T T ] — . Control of Substance Hazardous to Health Regulations 2002 and Dangerous
EI\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:I:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:I\\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:I\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\: — casements, floor to cill of é;i/pg)veqDoiumgntL),Deepflowgunersand64/75mmdlameter Substances and Explosive Atmospheres Regulations 2002
e e e e .-, i, NS . A, s, . -, ..., e L, S .- L i — escupeopeningdimension VERTICAL STRAPPING AT GHI'r?I?V[ViaDerplPe'SItdtIlhdbd'IIf emal 5. All persons entering site to have all necessary protective clothing and head
-t —F P -F—Ff —F - —F —F = = - =[—F = - —[=—F - o= F b e e P e P A Nl o P P P P P P S o P o - o - P F e F o e F o e e e e e e —— . - Insulated U.p.cs Inserted o al head, jamos and cils of new externa protection compliant with health and safety. Refer to Personal Protective
| S S O S S S S O 0 S O O S S B O R S O S S S S O S S to be min 800mm - EAVES OF PITCHED ROOFS openings or thermabate closers ; X Renual T
=] #F— 77#:;4 — e — — — —F=F r—%ﬂk——— — ==t r a0 — — — — ————F—+ == —1100mm max 7. Alldisturbed surfaces to be made good. Eq”g’lme”.taﬂ?’o.r dReguat‘tf”“ggzﬁS?me” e.d) ith bieto
I T T T 1 e - e E— I S . —— s B [ | [T The wind h 4 h 8. Al new rain water pipes to trapped gulleys. 3 eagl?gomtn_owstoeacce53|erom|n3|e|teyareunaetoe
e T T T T T T T T 1 T T T T 1 s i | T T T T 1 T T T | T T T 1 | I —— | — € window shou ave an 9. 75 100mm wallol ; accessed from exterior
I T T 1 T T 1 T T 1 T [ T T 1 —— T [ T T 1 T [ T T[T [ [ T 1 T T T T 1 I— 3 plate to strapped to wall at 2m centres with 38 x 6mm 7 Al ing and ired f ion of rench
I T T 1 T T T T T T T T 1 T T T T 1 — I T T T T 1 T [ T T T T T 1 T T T T 1 i — unobstructed openable area mild steal straps. - All necessary propping and support required for excavation of trenches,
- L B L S o B e B e — e B B E—— i S B B L L B B L B B B e | a—— that is at least 0.33 10, Opening ights to be min 1/20th total floor plan area. retaining walls and underpinning to be installed in accordance with a structural
I I - T T [ T [ T T 1 C T T T T 1 E—— C T T T T 1 T T [ [V [ [ T 1 C T T T T 1 — at I1s at least U.oom sq. engineers details and specification
— S e L+ttt ! ! e e o e B TP  and at least 450mm hiah 30 x 5mm galvanised mid 11, All glazing to critical zones to be toughened or laminated to BS 6206. 8gCttt 'dpll : + to maintain stabilt of exist
- —_—— -—f_"TMMTt—T——— -_— | -_—— -—---,__,—"—"SY "_"fYtftTe—€lSl———"—_ —_———— N . 9 mlt?rhio?;i:slimr::s:rtmpwl i.e glass to doors within 1500mm of finished floor level and within 300mm - Contractor o provide allnecessary support to maintai stabilty of existing o
- e e e e s e e e e e - S . e S e [ | and 450mm wide (the route i o o of either side of doors and where greater than 250mm wide max 0.5msg gaggbourmgfstnljlcturest.1 ) Jbvh b i 2b
‘ L T e e . b ‘ L ————_——_— T  —————— U R through the window may be in doors, and to screens/ windows within 800mm of finished floor level. - Danger of collaspe (o renches caused by heavy machinery, working anove
! A W A A I Bt Bt B S L B B B B e | - L B B W B e o D o o D T A A B s B - g y 12, Steelwork donpl v with BS449 BS5950 & b ornear
. Steelwork as noted on plan to comply wit ) e ' '
I N N N T T T T I —— T T T T I T T T T[T T T T 1 T T T T I ]
- . —— e e e - e —— T —._—_ e e I | H—— at G.n Gngle rather than encased in 2 layers of 12.5mm plasterboard with angle beads and 3mm 10. Dangefrofpersonlsfall(ljngmFotrenchesf. ision and fWork
I T T 1 1T T T T T T T T 1 T T T T I T} I T T T T I 1T T T | T T T I T T T T 1 . — strcught through)_ The Jaster coat to aive 1/2 hour fire resistance. Lintels to have minimum 11, Use of power tools and equipment. Refer to Provision and Use of Worl
L e — e e S o s B S L T S B B e L e e T e e i B ——— 4 J . Equipment Regulations 1998 and Electricity at Work Regulations 1989
: I I : I : I : I : : I : I : I : r T —— | I: I : I : I : I : I : I : I : I :I s e | H : I : | bottom of the openable 150mm end bearings at each end or as specified by Structural Engineer quip g Y d
! B L e R S B A I Bt B S I
I N N T [ T[T T T 1 ]
I 1T T T T T T 71 1T T T | [ T T I 1
I N N T [ T[T T T 1 ]
I I \ 1
- I I I I ]
- I I I 1 -
\ I I I I -

I
I
I
I
I
I
I
I
I
\
I
I
I
I
I
I
: e e e i T Tt r [ [ [ [ [ [ [ T T [ [ [ [ [ [ I e e it ) S S ) S e s s s s e e floor. internal walls to be 100mm concrete blockwork. objectg, o . . .
‘ e e e e e i e i i e e i i i i i e B S S S S S S S S S S S S S S e e S e _ ty r 13. Dp.c's to outer leaf to be min 150mm above ground level and at 14. Risks of working with dust /cement/ - protective gear/breathing protection to
: ‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\"\‘\‘\"\‘\“‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\"\‘\‘\‘\‘\‘\‘\‘\"\‘I ‘\\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\"\‘\‘\"\‘\‘\‘I‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\"\‘\‘\"\‘\‘\‘\‘\ 1 . fequining restromw} slab/floor level to inner lef. be used. Refer ot Control of Substance Hazardous to Health Regulations 2002.
T T j» o <IE'E":EI I e e i s st et EC e e 7E " —PLEASE NOTE: AR 14, Facing brickworkistonework to extend min 2 courses below ground 15, Precautions to be taken when liffing heavy materials Jobjects and beams
= e NS S O A L S EN_ i e A S A T T T T N S S | PRESSURE TO BE TESTED level into position above 20kg - use Adequate iting machinery. Refer to Liting
— T e e B e S e B o s s — o e e e e s e s s B e s ] ON COMPLETION LATERAL SUPPORT noggins, min 38mm width 15, New concrete lintols over new openings to BS5977 Part 2 1986 Operations and Lifting Equipment Regulations 1998. Manual Handiing
- N T T T T T T 1 N S N SERE | - EER S N EER S S S S EE S S L DETAL TO FLOOR rp:hﬂ%,;da“mt;uw (150mm or 225mm) deep where shown. Operations Regulations 1992
I L T T 1 L 1 T T T1T T T T 1T L 1 T T T T L1 I L I [ T T T L 1 T T 1T T T T T L T T T T e 1 ef noggin i i i 16. Covering of roofs. All work to be carried out with due regard to health and
1 I T 1 T T 1 T T 1 T T T T 1 N — T [ [ T 7 [ 1 [ T J1 [ T [ 1 T 1 T T 7 - . 16. Stainless steel wall ties to be spaced at 750mm centres horizontally - Y Y
i : i &II?A ‘% : i : ] : i : i : i : i : : i : i : i : i : i : i : i : i : i : i : &I% i : i : ] [ : &II?A i : i : i : i : i : i : i : i : i : i : i : i : i : i : i : i i : i : i : i : i : i &II?A % : i : ] mov?me”t ngnts may be staggered and 450mm centres vertically. Wall ties to comply with safetyvregulatlons. » )
— = —— e e I e e e e e e T P I e S e e s e e e e ——— . — reqmred to internal and BS:1234:1978 and to have proprietary Upvc retaining clips to secure the 17. Rlskofqverheadpowercableswnhln_andaroundthgsne. _
- N B D O S O S I S S N S I - T T T T T I A O O O S N . ] external leaves — consult insulation to the inner leaf. Jambs to be buit solid by 1\?\/- Lnsltallatl;nanldtyseolfgfslaz;mablematenals,Refertow
i i i i (Workplace) Requlations 1997
sl o - N EES S S S A O S N e C T T T T N — | - N N N [ L T [ T IT T T T 1 [ [ T T 1 B — manufacturers returning the blockwork onto 150mm wide vertical D.P.C. Provide I el o and outof s, Ref
% S [ ‘ [ ‘ [ ‘ [ ‘ [ ‘ I ‘ [ ‘ [ ‘ [ ‘ [ ‘ ‘ [ : [ : [ : [ : [ : [ : [ : [ : [ : [ : [ : [ : [ [ : [ : [ : [ : [ : [ : [ : [ : [ : [ : [ : [ ‘ [ : [ : [ : [ : [ [ : [ : [ : [ : [ : [ - I ‘ ] dt d d additional wall ties at 225mm vertical centres around door / window . _(_:cessmoan ou OISIE raffic management into and out or site. Refer
N 1 [ I — T T 1 T T 1 [ T [ T T 7 N — T T T T 1 [ [ [ T T T T T 71 T T T T 7 - recommenaa '(_)ns epending openings and to movement joints. Cavities be closed at eaves level to to Driving at Work - Managing work-related road safety. INDG 382
I — ] S A S S S B BT L A . B — | ! — S S B B | S S B I B B B | . B — I | on type of brickwork and comply with Building Regulations. 20 Precautions to be taken when Working in confined spaces. Refer to
I T T T —r—T—T1—7T——7—7 [ [ [ T[T T [ [ ‘“r—r——71—7———] [ [ [ [ ] E— - T T T T ‘“r—r—T1—7—7—7—7—1 [ [ [ | T [ [ ‘71—~ [ [ [ [ ] - ply g Reg ) ) P
H— ) S S S S S O N | [ [ [ [ T T [ T [ T [ T [ T [ TIT T T T T T T T T [ [ T T [ T T[T B — blockwork used 17. Notches and holes to timber joists to be within the following limits. Confined Spaces Requlations 1997 And Safe work in confined spaces,
H— Eg“““‘“““““““‘“‘i‘““‘““‘“““““““““““ [ S S S S O S S e S O S S O S S S S S I — notches - no deeper than 0.125 times depth of joist and not cut closer Approved Code of Practice, Regulations and Guidance. L 101
— e e e e e e e e e e e e e e D e e D e D e D T B T P T T T T o e e Lttt t .ttt I T I Tt T T T T T T T T I T T [T T T T/ Rl than 0.07 of the span, nor further away than 0.25 times the span. THE CONTRACTOR IS ADVISED OF THE FOLLOWING REGULATIONS
\‘\ ‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\"\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘ \‘\‘\\‘ \‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\ I\‘\‘ Holes - should be no greater diameter than 0.25 times the depth of joist: APPLICABLE.
= == I e e R LD e e e [ e should be driled at the neutral axs; and should be notfess than 3 2L New Roads and Street Works Act 1991 ,
s 1 : T 1 T T T [ T T T T T T T T I 1 1 T T T T T T T T T T T [ T I I | T T T [ [ T T T 1 T T T [ T T T T [ T T [ T T T T [ T T T T T T T T_ i | — diameters ( centre to centre) apart, and be located between 0.25 and 0.4 22. Construction Health Safety and Welfare Regulations 1996
times span from the support. 23. Health & Safety (First Aid) Regulations 1981
No notches or holes to be cut in roof rafters, other than supports where 24. Health and Safety (Young Persons) Requlations 1997
the rafter may be birdsmouthed to a depth not exceeding 0.33 the rafter 25. Jonising Radiations Reqgulations 1999
depth. 26. Management of Health and Safety at Work Regulations 1999
18. Al pipework incorporated in the water / heating system, that is 27. Noise at Work Requlations 1989
situated in an unheated space is to be surrounded in 40mm of insulating 28, Pipelines Safety Regulations 1996
material (min conductivity 0.045W/mK) 29, Pressure Systems Safety Regulations 2000
EFFECTIVE STRAPPING 19. Al masonry work to comply with BS 5628; P3. 30. Reporting of Injuries Diseases and Dangerous Occurrences Regulations
AT GABLE WALL Clay bricks to BS 3921, Engineering bricks to BS 3921. 1995
Concrete bricks to BS 6073. Manufactured stone complying with BS 6457. 3L Supply of Machinery (Safety) Requlations 1992 (as amended)
P R O P O S E D F R O N T E I_ E V A T | O N scale 1:50 20. Mortar: Selection of mortar used below dpc to be in accordance with 32 Workplace (Health, Safety and Welare) Regulations 1992
BS5628: Part 3. Guidance
Sulphate-resisting cement to be used where recommended by brick 33, Managing Health and Safety in Construction. Approved Code of Practice
provide min 50mm battens ot max. 345mm manufacturer and where sulphates are present in the ground. and Guidance. HSG 224
gir gap above gauge h65/245 21. DPM below slab to BS 6515: when the membrane is located below 34, Successful health and safety management. HSG 65
i 5omm insulation the slab a blinding layer of sand should be provided. The continuity of the Vibration Solutions. HSG 170
prr— Underlay H65/240 membrane as follows:
headap 420 x 330mm marley laps in polyethylene should be 300mm and joints sealed, where
modern tile necessary. What does the Part wall Act say if | want to build up against
Marley Feft Support Tray membranes beneath slab should link with wall dpc's or astride the boundary ling?
(Code 46340) or plywood 22. STAIRCASE Equal risers (Max rise 220mm) Equal risers (Min going If you plan to build a party wall or party fence wall astride the
t’];"“l.:lw':_“;'{ underlay on 220mm) Min Going to Tapered treads of 50mm. 2000mm headroom to boundary line, you
ma "g eaves di stair measured along pitch line. Max pitch of stair 42 degrees. Handrail must inform the Adjoining Owner by serving a notice.
’ o P between 900mm and 1000mm above pitch ine. No gap in balustrading to You must also inform the Adjoining Owner by serving a notice if
allow the passage of 100 diameter sphere. you plan to build a wall wholly on your own land but up against
[T 23. Flues (if applicable) the boundary line.
insulation to sloping ceilings to be Kingspan TP10 [T St vent strp Flues blocks to be inserted into inner leaf of external wall in locations The Act contains no enforcement procedures for failure to serve @
. . [] Air Flow shown on plans. Flue liner with max., 45 degree (30 degree preferred), notice. However, if you start work without having first given notice
150mm thick between rafters. Battens to be fixed = marley ol offset at base, bedded in cement mortar grout to comply with B.S. 1181: in_the proper way. Adjaining Owners may seek to stop your work
T above the insulation to side of rafters thus . ] duct tray 1971. Al flor and roof timbers will be timmed 40mm clear from the outer through o court injunction or seek other legal redress.
GRS Maintaining 75mm air gap above insulation. C O sofft Ventilated Eaves 25mm fzacegfh;';'g”eysa”d““es- How long n advance do | have to serve the nofice?
. S i i i i . : : At least th before the planned starting date for buildi
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ /‘ T : T : T : T : T : 25mm ngspan 1P10 Insu"?tlon and 12'.5mm foil f : I : I : I : I : I ‘\ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ (Warm ROOf) Vertical chases should not be deeper than 1/3 of the wall thickness or, in theT:ll ?I'r;\: r::t?ce ise:rrlry vuTidp?:rnZye; |:3 d: :otorserl\:(le i“t1gtoo
T TN backed plasterboard gnd skim to underside of e e s . cavity walls, 1/3 o the thickness of the leat, : ; ’
T T T T T T T T . . "o /1 T T T T T T T EAVES DETAIL - SLOPING CEILING . . long before you wish to start.
28 S S rafters. Insulation to achieve 'U’ value of O.2W/m2K . — EER A S A ll-lo;\z?nrt]alchisesshouldnotbedeeperthan1/60ftheth|cknessofthe What happens after | serve notice about building
- : ‘ : ‘ : ‘ : ‘ : ‘ : ‘ : ‘ : ‘ : ‘ : ‘ : = Al hOt Water Supply to baths wil be I[mlted to‘a ; - : ‘ : ‘ : ‘ : ‘ : : : : : : : : : : : : : éﬁa:e;sehm&notbesopositionedastoimpairthestabilityofthewall astride the boundary line?
AT T T T T T maximum temp of 48 degrees C by either an in—line e B B L B B S Eama B particularly where hollow blocks are used. ' If the Adjoining Owner agrees within 14 days to the building of a
- : I : I : I : I : I : I : I : I : I : I : I : I : I : AN blending valve or other contril device. L1 : I : I : I : I : I : I : I : I : I : I : I : I : I : = 25, Al workmanship and materials to comply with Building Regulations, new wall astride the bounf]u_ry line, the work (as agreed) may go
A S S i i i e A S s S e s British Standards, Codes of Practice requirements. All materials to be ahead. The expense of building the wall may be s_hared between the
s - — e e o e e e fixed, applied or mixed in accordance with manufacturers instructions or owners where the benefits and use of that wall will be shared.
e e o I e e e Robust details to ensure continuity e e o e e e e e N 3 specifications. All materials shall be sitable for their purpose. The The agreement must be in_writing and should record details of the
e e B L e B B B S B B B S B A B of insulation and inspection regime - r .t . Ventilation Tray ; contractor shall take into account everything necessary for the proper location ofthe. -
.., P will be carried out at the build om0 S S S S S S S S min 25mm gap execution of the works, to the satisfaction of the "Inspector” whether or wall, the allocation of costs and any other agreed conditions.
28 S O O O G S S S S " ) ity of ¥ S S S O O G S S S O S C not indicated on the drawing. Sample of external materials to be submitted IftheAdjoiningOwnerdoes‘notagree,inwri?ing,within14da‘ys,to
L . s, Ml A e AstAlA A B e S stages 10 ensure quality or works. e e s = toLocaIAuthontyforapproval.. the proposed new wall astride the boundary line, you must build
‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\ ‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\ % 26. The Builder is entirely responsible for all temporary works and for the wall wholly on your own land, .
/‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘ . ‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘ Insualton to underside of tray maintainingstabilitylolfthenewandexistingstructuresduringwork, andwhollyotyourownexpense.However.youhaveurlghtto'
-+t L T L L T Lttt T T I T T I T T T I T T T T T T T I linked to cavity closer 27, Contractor to visit site prior to commencement of work and check all place necessary footings for the new wall under your neighbour's
= 4R O S S O O S S S O S O S O O O O S S S H : | %D mineral wool cavity closer dimensions and familiries himself with the site conditions. This drawing land subject to compensating for any damage caused by building
J|A\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘ ‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\r T Air Flow O must then be checked and verified by the contractor prior to work the wall or laying the foundations. There is no right to place
‘:Iﬁ'll‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:Jﬁ AIIfittingsondfixed LLL:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\J‘J’J\:\:\:\:\:\:\:\:\:\:\ ] commencing on site. No Encroachment by the building over the reinforced concrete under your neighbour's land without their
S A O R S S O G S S I that t I [ [ T [ T T I T [ I I [ [ T [ [ T [ [ T T [ T T [ I [ [ I T I T T [ I T [ I T [ 1 =l neighbouring boundary line. Client to obtain written permission from express written consent.
1 Jr T 1 [ T T T [ T T [ [ T T T T T T T [ T T [ [ T T [ T T T T T T T T I opPlonces at use wa 'er 1 T T T [ [ T [ [ T T [ [ [ T T [ [ [ [ [ [ T T [ [ T T [ T T T [ [ I T [ [ T [ [ [ T T [ ] relevant bodies for any encroachment whatsoever if unavoidable. You may start work one month after your notice was served.
T = \\T\h‘\‘\‘\‘\‘\‘\‘\‘\“““‘““:““‘“:“““‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘77 N efﬂentlyforthepreventloni‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘:‘\‘\‘\‘\‘\‘\‘\‘\TT‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘\‘7 28.TriCklevem”'atiqnl i WhatdoeStheACtsayiﬂWamtoexca‘/atenear
T [ T 1T T T T T T [ [ 1 [ [ [ [ 1 [ [ [ [ [ [ [ [ [ T [ [ [ [ [ [ [ T [ T [ [ T [ T [ ] [ of excessive water R 0 g 0 g g A R s Sy B T [ 1 T [ T [ [ T [ - EAVES DETAIL Background ventilation of 8000mmz2 equivalent area to each new neighbouring buildings?
I e B e B B e B L e e e O B Bt et L O s s s Bt Bt Bt S S . . Bt et ettt S S S B B B B B S S S Mt St St St St St S R S i i B habitable room including Kitchens. 4000mm2 to Utiity and Bathrooms. If you plan to excavate, or excavate and construct foundations for
EER S| S S O S O O O S O S A consumphon,detmlstobe EER S S S S S O O S O O G S S O 2o thick The Timber floor Tiss. S Noise attenuating ventiators o be used if close to sustained noise (e.g you plan , cav A ‘
D D 0 0 e 0 0 0 S S S A S S o rovided as stated in N ) 0 0 0 S ) S s A B S R m thic imber floor joists. Size : a new building or structure, within 3 metres of a neighbouring
e e e et S S S S S S ) S S S ) S S A R s =4 p C e e . _:nlf}:,m"b':rﬂ;dér::dd:“"?nﬁﬂﬂmmd malnroad).” . owner's building or structure, where that work will go deeper than
e e e e S ) S e e ) e e S e e s s e e s s s s s B s =} Regulation 20E rr - r r ot -t t [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [I ugﬂ'umwkg;:w 9 Kitchen, Utility room and bathroom - 2500mm? equivalent area the neidhbour’s foundati
S ) S O ) O o S S O ) N S S ) ) S O N NN S S ) S S ) S S D S S Y ) S S [ ) A S S S SO SO S i Addition of a habitable Room (not including a conservatory) to an existing € neignbour's Toundations; or .
et O B e e Ot et B Bt e B B B R Rt s e e e B e e e et et et e e e Bt O O B e Ot e s s B e building. excavate, or excavate for and construct foundations for a new
I T T [ T T T [ [ T [ [ [ T T T T T T T [ [ T [ [ [ T [ [ T T T T T T ] T 1 T T [ [ T T T [ [ [ [ [ T T T [ T T T [ [ T [ [ T T T T T [ T [ T T [ [ [ T T T T T T ] L 1 ; ; . . building or structure, within 6 metres of a neighbouring owner's
[ (T [ [ T [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ T ] [ [ T [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ T [ [ [ [ [ [ [ [ [ [ [ [ ] —1 M~ — VI~ Background ventilators to be provided to new windows as follows: liding d 0 neighbouring
o ‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘ ‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:\:\:\:\:\:\:\:\:\:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘:‘ o S = If the Additional room is connected to an existing room that has no building or structure, where that wark wil cut a line drawn
ﬁ e e e e e e e e e e e e e e B e e e B B ALL DRAINAGE LINE ARE e e e e e g T catric hemmbone window openings to external air, the room can be ventilated through downwards at 45'from the bottom of the neighbour's foundations.
T r Tt - T T T T I T T [ [ T [ T T I T T T T T T T T T ASSUMED AND IS THE e e e e e e e e e e e e e e e ) e B e e e e e e S B e e e e s B e gl I of 125mm Gymos strutting another room o conservatory if background ventilation is provided with you must inform the Adjoining Owner or owners by serving a notice.
e e B I I e e s i CONTRACTORS S S S S S R S S S S S S O S S S S H ",'Fﬁbmmorshih,IMto 100mm thick Isowool General ventilators - 8000mm? equivilent area to opening between rooms and to "Adjoining Owners” may include your next—but-one neighbour if
N ) e e RESPONSIBILITY TO .-, ., .- ..., AN} ... e i . i - achieve minimum mass per unit  Purpose Roll ( minimum new windows , and Purge ventilation is provided comprising of 1 or more they have foundations within 6 metres. The notice must state
e e e e e e e e B e B e r C C C r C [ [ [ [ [ [ [ [ [ [ T [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ b [ [ [ [ [ T [ [ [ [ “M}ofkp/m‘a*fgded'ﬁﬂgwgffﬁiy_wm)_'g&i" openings with min total floor area as follows: whether you propose to strengthen or safequard the foundations of
e e e e e S S e e i e s s s s s s e e e CHECK FOR DEPTHS AND .-, ., .- ..., AN} ... e i . i - forma Tiing metod e coity "o Windows - hinged or pivot window that opens 30° or more, or the Height x the building or structure belonging to the Adjoining Owner. Plans
-\ttt -ttt T T T T I T T I T T T [ [ T T [T T [ T 1 o SIZES WHILST ON SITE. -ttt T T T T T T T T I T T T T T T T T T T T I T T T T T T T T [ I ] DETAIL SHOWING SOUND INSULATION width of the opening part should be at least % of the room fioor area. and sections showing the location and depth of the proposed
e § e e e e e e e BB s et B B . S S S S St S B s s Bt s s & e e e e Bt et St et S St S S o B BB BB Bt St S St St St S S S S S S B s TO FIRST FLOOR For a hinged or pivot window that opening less than 30° opening part excavation or foundation and the location of any proposed building
0 O O S O O S S S ) S S A S ©of o S S S 0 S e O B N S e should be at least4th of the room floor area. must also accompany the notice.
e e e N N N N - e e . Exemal doors the Height x vt of opening part shold be t feast h of The Act contdins no enforcement pracedures for failure to serve a
I : : | i e e e s B i i B s B e e s e s s e s s [ N Insulation t r t77‘\\\\‘\\\\‘\\\\‘\\\\\\\\\\\\\\\\\\\\\\\%T}\\\‘\\\\‘\\\\Hi T the room floor area, . ? Notice. However, if you start work without having first given notice
“““‘i:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\: nsuq'onorOOSRGCESO :\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\i‘““““““““‘ If the room contains a combination of at least 1 external door and at least in_the proper way, Adjoining Owners may seek to stop your work
%EH T o o T [ T T T [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ [ be 400mm glass fibre e e e e e e e e e s e S | EE%E seal around perimeter of floor by 1 external window, the opening parts may be added to acheive at least through a court injunction or seek other legal redress.
\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\ 'nsumt'on'lﬂymsu"]t'onm \:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\ \:\:\:\ :ﬁ%&gq:)fu::,:%ﬁummb:gge#"der %thoftheroomﬂoora(ea_. © Croun copyright 207, The Party Wall Ac 536
e e ) ) ) ) ) i e e e S s s s B 2Iayers,bottomloyer e e e e S ) S S S ) S e ) S e e e i s s s [ —— Insulation to specification sealent nsiction fttad directi Note: Background ventilation should be located at least 1700mm above NOTE THE CLIENT IS ADVISED TO READ THE
[ Jr 1 1 T T [ T [ [ [ T T [ T [ [ [ T T T T T T [ [ T T T T T [ [ T [ T 1 between ceiling joists and [ [ T [ T T [ [ [ T [ T T T [ [ [ [ [ T T T [ T [ [ T T T [ T [ [ T 1| T 1 N B — supported off last wall tie neuiauon irectly floor level and need not be within the door frame. PARTY WALL ACT 1996 FULLY FOR EXAMPLES OF
1 T T [ [ T T [ [ [ [ [ [ T T [ [ T T T [ [ [ [ [ T T [ [ T T T [ T T ] J T [ T T [ [ T T [ [ [ [ [ [ T T [ [ T T T [ [ T [ [ T T [ [ T T T [ [ 1 - under timber deck avoiding ) ; .
[ Jr 1 1 T T [ T [ [ [ T T [ T [ [ [ T T T T T T [ [ T T T T T [ [ T [ T 1 top | laved i it [ [ T [ T T [ [ [ T [ T T T [ [ [ [ [ T T T [ T [ [ T T T [ T [ [ T 1| T 1 T T 1 any air gaps and supported Openings between habitable rooms and conservatories must be closable. NOTICES SERVED AND FOR FURTHER
e e e e e e e e e e e e e e e e e e e e L D T D D B B B T T T T T Op layer layed n opposite e e e e e e e e e e e e e e e e e e e D D D T D T B B B T T T B B ) on battens or saddle cl
B . . B ps INFORMATION WITH REGARDS TO THE ABOVE.
3 1 T T [ [ T T [ [ [ [ [ [ T T [ [ T T T [ [ [ [ [ T T [ [ T T T [ T T ] direction T [ T T [ [ T T [ [ [ [ [ [ T T [ [ T T T [ [ T [ [ T T [ [ T T T [ [ 1 - 8 ir brick ducted through floor boardin
9 . S 8 O S S S O S S S O S S O O S O S S N S C T 1 o Ry air brick du roug r ing -
=3 - -, A - e ., ;i i A - A i . B AL i e e e e e e e e e B s e e e o 2 to floor void Approved Document P (Electrical Safety) .
~ e L e B Bt et e L O Bt Bt B A R s s ALL WORKS TO BE L O L L O S B O B B S S O R A S RO A T B s - vAvlwlll?:ﬁgggrggrfnggﬂlll?ghl;deifgéjlgigfgse?tfya:;eﬁgéermcgécnil;)zﬁefﬁ:ytlze)plsz
T T T T T T T T T [ T [ [ T T T T T T T [ [ [ [ [ [ T [ [ [ T T T T T T ] T T T T T T T [ [ T T [ [ [ T [ T T T [ [ [ [ T [ T T [ T T T T T T T[T ] T T 1 , installed, .
\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\ UNDERTAKENTOCOMPLYWlTH\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\:\ \:\:\:\ Prior to completion of works the Local Authority must be satisfied that either; An
L T T T [ T T T T [ [ T T T [ [ T T T [ [ T T T [ T T T T [ T T T T 1 THE DOMESTIC BUILDING e e e S S S S S S S S S S 1 S N . - Electrical Installation certificate issued under a "Competent Persons" scheme has
e e e et S S S S S S ) S S S ) S S A R s SERVICES COMPLIANCE GUIDE e e i i i s e e e i s e S e s s s s s | s e been issued or Appropriate certificates and forms defined in BS 7671(as
S O 0 S S S O O S S S S S S S G S St St I I . amended) have been submitted that confirm that the work has been inspected and
3 e e e e e e e e I e e e e i e B B e e e e e = = i = extemal ground | tested by a "competent person”. A "competent person” will have a sound
I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I ARCHITECTURAL DESIGN knowledge and suitable experience relevent to the nature of the work undertaken
and to the technical standards set out in BS 7671, be fully versed in the inspection
Mob : 07805560652 and testing procedures contained in the regulations end employ adequate testing
e-mail: tdmdesign@live.co.uk equipment.
g NOTE: THE ELECTRICAL LAYOUT SHOWN IS FOR BUILDING REGULATIONS
PROPOSED SIDE ELEVATIO Nscale 1:50 PROPOSED SIDE ELEVATIO Nscale 1:50 Client: MR KHAN SUBMISSON ONLY
SUSPENDED TIMBER THE BUILDING INSPECTOR MUST BE INFORMED OF ANY CHANGES TO THE
FLOOR DETAIL Address: e R OGHDALE. OLIL 11 OUT8Y A COUPETENT ERSONAS DESCREED EOVE
ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ROBUST Project:  PROPOSED 4No. NEW DWELLINGS O AL oA
CONSTRUCTION DETAILS IN ORDER TO ENSURE CONTINUITY OF BUILDING REGS: PROPOSED
'NSULATlONANDTOLlMlTAlRLEAKAGE Dwg Tile: ELEVATIONS This drawing is Produced for submission to the Local Authority for
R(?felrlence should b? mademthe revised BS 5250 and Date: SEPT 2025 Scale 1- Approvals under the Building Regulations and Town and Country Planning
"Limiting thermal bridging and air leakage: robust details" and ate: cale: 1:50 @ Al Acts only and this drawing is the copyright of T.D.M ARCHITECTURAL
BR 262 "Thermal insulation: avoiding risks." Job No: 10.18.311 Dwg NO: BRO4 rev F DESIGN and any reproduction in whole or partis strictly forbidden. Al
dimensions shown on drawing are approx and do not allow for Building
ROBUST CONSTRUCT|ON DETA”_S Drawn: D.L Checked: D.L tolerance and must be checked on site prior to work commencing.



AutoCAD SHX Text
Bedroom windows to be fitted with escape opening casements, floor to cill of escape opening dimension to be min 800mm - 1100mm max. The window should have an unobstructed openable area that is at least 0.33m sq.  sq. sq. . and at least 450mm high and 450mm wide (the route through the window may be at an angle rather than straight through). The bottom of the openable area should be not more than 1100mm above the floor. PLEASE NOTE: AIR PRESSURE TO BE TESTED ON COMPLETION 
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KINGSPAN THERMAWALL TW55 insulation 100mm thick fixed between truss studs to walls and 25mm over. Insulation to achieve 'U' value of 0.28W/m K. Foil backed plasterboard and skim to room - batten in insulation to roof void side
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2

AutoCAD SHX Text
fit rafter trays to the foot of rafters to prevent insulation blocking eaves ventilation

AutoCAD SHX Text
movement joints may be required to internal and external leaves - consult manufacturers recommendations depending on type of brickwork and blockwork used

AutoCAD SHX Text
insulation to sloping ceilings to be Kingspan TP10 150mm thick between rafters. Battens to be fixed above the insulation to side of rafters thus Maintaining 75mm air gap above insulation. 25mm Kingspan TP10 insulation and 12.5mm foil backed plasterboard qnd skim to underside of rafters. Insulation to achieve 'U' value of 0.2W/m K
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AutoCAD SHX Text
All hot water supply to baths will be limited to a maximum temp of 48 degrees C by either an in-line blending valve or other contril device.

AutoCAD SHX Text
Insulation to roofspaces to be 400mm glass fibre insulation. lay insulation in 2 layers, bottom layer between ceiling joists and top layer layed in opposite direction  

AutoCAD SHX Text
All fittings and fixed appliances that use water effiently for the prevention of excessive water consumption, details to be provided as stated in Regulation 20E

AutoCAD SHX Text
Robust details to ensure continuity of insulation and inspection regime will be carried out at the build stages to ensure quality of works.

AutoCAD SHX Text
ALL DRAINAGE LINE ARE ASSUMED AND IS THE CONTRACTORS RESPONSIBILITY TO CHECK FOR DEPTHS AND SIZES WHILST ON SITE.

AutoCAD SHX Text
ALL WORKS TO BE UNDERTAKEN TO COMPLY WITH THE DOMESTIC BUILDING SERVICES COMPLIANCE GUIDE

AutoCAD SHX Text
. FOUNDATIONS 225mm min thickness, strip foundations to project . Where new foundations arise in vicinity of old foundations, existing . All exposed timbers to be treated with a suitable preservative to . All new cavities to be closed with 9mm supalux, all new cavities to be . All new drains to be Hepworth supersleve and to be bedded and . Insulated D.p.c's inserted to all head, jambs and cills of new external . All disturbed surfaces to be made good. . All new rain water pipes to trapped gulleys. . 75 x 100mm wallplate to strapped to wall at 2m centres with 38 x 6mm . Opening lights to be min 1/20th total floor plan area. . All glazing to critical zones to be toughened or laminated to BS 6206. . Steelwork as noted on plan to comply with BS449, BS5950 & be . Facing brickwork/stonework to extend min 2 courses below ground . New concrete lintols over new openings to BS5977 Part 2 1986 . Stainless steel wall ties to be spaced at 750mm centres horizontally . Notches and holes to timber joists to be within the following limits. . All pipework incorporated in the water / heating system, that is . All masonry work to comply with BS 5628; P3. . Mortar: Selection of mortar used below dpc to be in accordance with . DPM below slab to BS 6515: when the membrane is located below . STAIRCASE Equal risers (Max rise 220mm) Equal risers (Min going . Flues (if applicable) . Chases:  . All workmanship and materials to comply with Building Regulations, . The Builder is entirely responsible for all temporary works and for . Contractor to visit site prior to commencement of work and check all 
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If you plan to build a party wall or party fence wall astride the boundary line, you must inform the Adjoining Owner by serving a notice.  You must also inform the Adjoining Owner by serving a notice if you plan to build a wall wholly on your own land but up against the boundary line.  The Act contains no enforcement procedures for failure to serve a notice. However, if you start work without having first given notice in the proper way, Adjoining Owners may seek to stop your work through a court injunction or seek other legal redress. At least one month before the planned starting date for building before the planned starting date for building the wall. The notice is only valid for a year, so do not serve it too long before you wish to start. If the Adjoining Owner agrees within 14 days to the building of a new wall astride the boundary line, the work (as agreed) may go ahead. The expense of building the wall may be shared between the owners where the benefits and use of that wall will be shared. The agreement must be in writing and should record details of the in writing and should record details of the and should record details of the location of the wall, the allocation of costs and any other agreed conditions. If the Adjoining Owner does not agree, in writing, within 14 days, to in writing, within 14 days, to within 14 days, to the proposed new wall astride the boundary line, you must build the wall wholly on your own land, and wholly at your own expense. However, you have a right to place necessary footings for the new wall under your neighbour's land  subject  to compensating for any damage caused by building the wall or laying the foundations. There is no right to place reinforced concrete under your neighbour's land without their express written consent. You may start work one month after your notice was served. If you plan to excavate, or excavate and construct foundations for a new building or structure, within 3 metres of a neighbouring owner's building or structure, where that work will go deeper than the neighbour's foundations; or excavate, or excavate for and construct foundations for a new building or structure, within 6 metres of a neighbouring owner's building or structure, where that work will cut a line drawn downwards at 45°from the bottom of the neighbour's foundations.  you must inform the Adjoining Owner or owners by serving a notice. "Adjoining Owners" may include your next-but-one neighbour if they have foundations within 6 metres. The notice must state state whether you propose to strengthen or safeguard the foundations of the building or structure belonging to the Adjoining Owner. Plans and sections showing the location and depth of the proposed excavation or foundation and the location of any proposed building also accompany the notice. The Act contains no enforcement procedures for failure to serve a notice. However, if you start work without having first given notice in the proper way, Adjoining Owners may seek to stop your work through a court injunction or seek other legal redress. © Crown copyright 2002. The Party Wall Act 1996
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. The Contractor shall ensure that he and all visitors to site are fully aware of . Contractor to provide all necessary scaffolding with edge protection to . Contractor to investigate possible live or redundant services within the site . All persons entering site to have all necessary protective clothing and head . Cleaning of windows to be accessible from inside if they are unable to be . All necessary propping and support required for excavation of trenches, . Contractor to provide all necessary support to maintain stability of existing or . Danger of collaspe to trenches caused by heavy machinery, working above . Danger of persons falling into trenches. . Use of power tools and equipment. Refer to Provision and Use of Work . Avoid chasing of walls for Services. . Risk of working with glass. Risks of working at height and from falling . Risks of working with dust /cement/ - protective gear/breathing protection to . Precautions to be taken when lifting heavy materials /objects and beams . Covering of roofs. All work to be carried out with due regard to health and . Risk of overhead power cables within and around the site. . Installation and use of flamable materials. Refer to Fire Precautions . Access into and out of site - traffic management into and out of site. Refer . Precautions to be taken when Working in confined spaces. Refer to . New Roads and Street Works Act 1991 . Noise at Work Regulations 1989 . Pipelines Safety Regulations 1996 . Pressure Systems Safety Regulations 2000 . Reporting of Injuries Diseases and Dangerous Occurrences Regulations . Supply of Machinery (Safety) Regulations 1992 (as amended) . Workplace (Health, Safety and Welfare) Regulations 1992 . Managing Health and Safety in Construction. Approved Code of Practice . Successful health and safety management. HSG 65 

AutoCAD SHX Text
. Unsuitable material 
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22mm thick T&G flooring board, minimum mass per unit area 15 kg/m².
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100mm thick Isowool General Purpose Roll ( minimum density 10 kg/m³ ) laid in  ) laid in the cavity between joists.
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Single layer of 12.5mm Gyproc multiboard or similar, board to achieve minimum mass per unit area 10 kg/m² , fixed using any  , fixed using any normal fixing method.
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Timber floor joists. Size and centres as specified on drawing
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catnic herrinbone strutting
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mineral wool cavity closer
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Air Flow
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Air Flow
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Ventilation Tray min 25mm gap
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Insualtion to underside of tray linked to cavity closer 
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Air Flow
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provide min 50mm air gap above insulation
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battens at max. 345mm gauge h65/245
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Underlay H65/240
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420 x 330mm marley modern tile 
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min.75mm  headlap
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Marley Felt Support Tray (Code 46340) or plywood support for underlay on tilting fillet
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marley eaves clip
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Soffit vent strip 

AutoCAD SHX Text
marley roll duct tray
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Min.50mm 
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noggins
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pack
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strap turned over uncut block
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blockwork inner leaf
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rafters as specified on drawing
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30 x 5mm galvanised mild steel or other durable strap held tight against masonry wall and fixedd across 3 joists
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noggins, min 38mm width to extend at least   the 12 the depth of noggin
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joist soildly blocked against wall.
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internal leaf of external cavity wall or internal wall requiring restraint
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max 2M cts.
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Air Flow
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air brick ducted through to floor void 
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external ground level 

AutoCAD SHX Text
oversite concrete - strip ground of all vegitation before laying
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Air Flow
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floor boarding
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insulation fitted directly under timber deck avoiding any air gaps and supported on battens or saddle clips
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Insulation to specification supported off last wall tie
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batten
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seal around perimeter of floor by applying expanding foam tape under skirting and continuous bead of sealent
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rafter fixed to wall-plate with framing anchor or truss clip 
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strap anchored to wall and rafter
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wallplate
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rafters as specified on drawing
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mastic pointing as primary seal
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expanding foam gap filler as secondary seal to perimeter of window frame
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insulated cavity stop or insualted dpc

AutoCAD SHX Text
Note if vertical insulated dpc to jamb is used, dpc to project into cavity by min of 40mm


