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ARCHTECH DESIGN 
SOLUTIONS LTD
MR STEVEN JACKSON
14 MAITLAND PLACE, 
ROSSENDALE
07792183353
archtech_design@icloud.com

CLIENT
AJMAL MUKHTAR
213 HALIFAX ROAD
AJAYS OFF LICENCE
ROCHDALE

    
     PROJECT
   PROPOSED SINGLE & TWO 
STOREY REAR EXTENSION & 
CONVERSION TO PROVIDE 
SHOP STORE & 3 1 BED 
SINGLE PERSON FLATS 

DRAWING N0
AJ/02/01/PRP

2173 m
m

130 mm

PROPOSED SECTION

8N0 450W SOLAR PANELS FACING NE 50% EFFICIENT
THE FIRST 4 WILL OPERATE THE HEAT PUMP THE

BALANCE TO BATTERY SAHRED THROUGH THE FLATS
SHARP  NU-JC425C  N TYPE TOP CON

CELLAR/STORE

SHOP UNIT

FLAT N0 3

FLAT N0 1FLAT N0 2 GF

EX REAR WALL REMOVED

ENTRANCE DOOR TO
FLAT  N0 3

THERMALLY AND ACOUSTICALLY
INSULATED PARTY WALL 43 DB(A)

THERMALLY AND ACOUSTICALLY
INSULATED PARTY WALL 43 DB(A)

THERMALLY AND ACOUSTICALLY
INSULATED PARTY WALL 43 DB(A)
MASONRY CAVITY WALL

CONTINUES TO NEW FOUNDATION

STEELS TO ENGINEERS SPEC

TRIPLE /DOUBLE GLAZED
UPVC WINDOW TO ACHIEVE
0.7/0.9W/M2K RESPECTIVLY

ACOUSTIC PROTECTION 
35-40 dB(A)/25-30 dB(A) 

RESPECTIVLY

ENTRANCE DOOR TO FLAT N0 2
STAIR TO 1ST FLOOR OF FLAT N0 2

CELLAR ENTRANCE DOOR

SHOP W.C UNDER STAIRS

ACOUSTIC 43dB(A) & 90 MIN FIRE RATED SUSPENDED CEILING 

ALL RESIDENTIAL EXISTING WALLS LINED 
TO PROVIDE 0.18W/M2K THERMAL INSULATION

450MM MINERAL WOOL LOFT 
INSULATION TO ACHIEVE 0.11 W/M2K

FLAT N0 2 1ST FLOOR

SOLAR PANELS DO NOT PROJECT 
FURTHER THAN 150MM BEYOND 
THE ROOF PLANE


