22111 NN

NN

Y

2650

1700
70U

Steam Room

Jacuzzi

R

PErrOr,rssOOSOS,OOOOOO:s

Services

717

WWWWWWWWWM

WWWW

%
WWWW
777 A

V////////////////////////////////////////////////////////////

N

R Y
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EFFECTIVE STRAPPING
AT GABLE WALL

Ventilation Tray
min 25mm gap

—

Ar Fl

G
T

Air Flow

EAVES DETAIL

provide min 50mm

air gap above

Insulation
Min.50mm

Insualtion to underside of tray
linked to cavity closer

minerd wool cavity closer

battens at max. 345mm
gouge h65/245

Underlay H65/240

min.73mm

headap

LOdES

420 x 330mm marley
modem tile

Morley Feft Support Tray

(Code 46340) or plywood

support for underlay on
itting fillet

marley eaves clip

Soffit vent strip
‘Air Flow
marley roll
duct tray
Soffit Ventilated Eaves 25mm

(Warm Roof)

EAVES DETAIL - SLOPING CEILING

drawing

rafters as specified  rafter fixed to

wall-plate with

1

%

A

VERTICAL STRAPPING AT -
EAVES OF PITCHED ROOFS

30 x Smm gavanised mild

LATERAL SUPPORT

DETAIL TO FLOOR

mastic pointing as

primary seal

steel or other durable strap
held tight against masonry wall

noggins, min 3Bmm width
fo extend at least § the
depth of noggin

Note if vertical insulated
dpc to jomb is used,
dpe to project into cavity
by min of 40mm

expanding foam gap
ler as_secondary sed
to perimeter of window
frame

insulated cavity stop or
insualted dpc

WINDOW - JAMB DETAIL

22mm thick T&6 Timber floor joists. Size
flooring board, and centres as specified
minimum mass per on drawing

IV unit area 15 kg/m:

de—lr>

Single layer of 12.5mm Gyproc
mulliboard or similar, board to
achieve minimum mass per unit
area 10 kg/m , fixed using any
normal fixing method.

Lcatnic herrinbone
strutting

100mm thick Isowool General

Purpose Roll ( minimum

density 10 kg/m ) kid in

the cavity between joists.

DETAIL SHOWING SOUND INSULATION

TO FIRST FLOOR

insulation and cavity width
fo specification shown

plastic weephole
every 4th perp

insulation supported by
row of cavity ties |
H

weak mix concrete
cavity fill

polysulphide pointing

dpc to lop dpm by 150mm
bonded with jointing tape
12mm corkpack

1200's gauge
visqueen
floor insulation

100mm foundation grade
blockwork below dpc

FLOOR SLAB DETAIL

ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ROBUST
CONSTRUCTION DETAILS IN ORDER TO ENSURE CONTINUITY OF
INSULATION AND TO LIMIT AIR LEAKAGE

Reference should be made to the revised BS 5250 and
"Limiting thermal bridging and air leakage: robust details" and
BR 262 "Thermal insulation: avoiding risks."

ROBUST CONSTRUCTION DETAILS
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AutoCAD SHX Text
22mm thick T&G flooring board, minimum mass per unit area 15 kg/m².

AutoCAD SHX Text
100mm thick Isowool General Purpose Roll ( minimum density 10 kg/m³ ) laid in  ) laid in the cavity between joists.

AutoCAD SHX Text
Single layer of 12.5mm Gyproc multiboard or similar, board to achieve minimum mass per unit area 10 kg/m² , fixed using any  , fixed using any normal fixing method.

AutoCAD SHX Text
Timber floor joists. Size and centres as specified on drawing

AutoCAD SHX Text
catnic herrinbone strutting

AutoCAD SHX Text
mineral wool cavity closer

AutoCAD SHX Text
Air Flow

AutoCAD SHX Text
Air Flow

AutoCAD SHX Text
Ventilation Tray min 25mm gap

AutoCAD SHX Text
Insualtion to underside of tray linked to cavity closer 

AutoCAD SHX Text
Air Flow

AutoCAD SHX Text
provide min 50mm air gap above insulation

AutoCAD SHX Text
battens at max. 345mm gauge h65/245

AutoCAD SHX Text
Underlay H65/240

AutoCAD SHX Text
420 x 330mm marley modern tile 

AutoCAD SHX Text
min.75mm  headlap

AutoCAD SHX Text
Marley Felt Support Tray (Code 46340) or plywood support for underlay on tilting fillet

AutoCAD SHX Text
marley eaves clip

AutoCAD SHX Text
Soffit vent strip 

AutoCAD SHX Text
marley roll duct tray

AutoCAD SHX Text
Min.50mm 

AutoCAD SHX Text
noggins

AutoCAD SHX Text
pack

AutoCAD SHX Text
strap turned over uncut block

AutoCAD SHX Text
blockwork inner leaf

AutoCAD SHX Text
rafters as specified on drawing

AutoCAD SHX Text
30 x 5mm galvanised mild steel or other durable strap held tight against masonry wall and fixedd across 3 joists

AutoCAD SHX Text
noggins, min 38mm width to extend at least   the 12 the depth of noggin

AutoCAD SHX Text
joist soildly blocked against wall.

AutoCAD SHX Text
internal leaf of external cavity wall or internal wall requiring restraint

AutoCAD SHX Text
max 2M cts.

AutoCAD SHX Text
rafter fixed to wall-plate with framing anchor or truss clip 

AutoCAD SHX Text
strap anchored to wall and rafter

AutoCAD SHX Text
wallplate

AutoCAD SHX Text
rafters as specified on drawing

AutoCAD SHX Text
mastic pointing as primary seal

AutoCAD SHX Text
expanding foam gap filler as secondary seal to perimeter of window frame

AutoCAD SHX Text
insulated cavity stop or insualted dpc

AutoCAD SHX Text
Note if vertical insulated dpc to jamb is used, dpc to project into cavity by min of 40mm

AutoCAD SHX Text
insulation and cavity width 

AutoCAD SHX Text
D.P.C.

AutoCAD SHX Text
12mm corkpack

AutoCAD SHX Text
polysulphide pointing

AutoCAD SHX Text
dpc to lap dpm by 150mm bonded with jointing tape

AutoCAD SHX Text
1200's gauge visqueen

AutoCAD SHX Text
100mm floor insulation

AutoCAD SHX Text
150mm 

AutoCAD SHX Text
plastic weephole every 4th perp

AutoCAD SHX Text
weak mix concrete cavity fill

AutoCAD SHX Text
100mm foundation grade blockwork below dpc

AutoCAD SHX Text
to specification shown

AutoCAD SHX Text
insulation supported by row of cavity ties

AutoCAD SHX Text
at least 225mm clear wall cavity depth


