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3.0m high green 358 security mesh fencing (Ref 1)

Pressure-treated timber vertical lap boarded fencing 
with concrete posts and base panels (Ref 3)

Automated cantilevered front sliding gate - Steel 
surround with 358 Weld Mesh infill (Ref 4) 

- All Works to take place are on or within the red line boundary

2.0m high vertical mesh security fencing to 
restrict access beyond the sewage area (Ref 2)

4m wide double-leaf access gate - Steel 
surround with 358 Weld Mesh infill (Ref 5) 

P/F vertical lap timber gate

1.2 m single-leaf access gate with maglock and hydraulic 
closer - Steel surround with 358 Weld Mesh infill (Ref 6)
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© COPYRIGHT : ALL RIGHTS RESERVED. 
THIS DRAWING MUST NOT BE REPRODUCED WITHOUT PRIOR WRITTEN CONSENT.

DRAWING TO BE USED FOR THE STATUS INDICATED ONLY. 
ALL DIMENSIONS AND SETTING OUT SHALL BE CHECKED AND CONFIRMED ON SITE. 

ANY DISCREPANCIES TO BE REPORTED TO THE DESIGNER PRIOR TO THE 
COMMENCEMENT OF ANY WORK. ALL WORK AND MATERIALS TO BE IN 

ACCORDANCE WITH CURRENT STATUTORY LEGISLATION, RELEVANT CODES OF 
PRACTICE AND BRITISH STANDARDS. ALL DIMENSIONS ON THIS DRAWING ARE IN 

MILLIMETRES (UNLESS OTHERWISE STATED).
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REV DESCRIPTION BY DATE

1 Adjust the red line CW 05/02/26

2 Adjust the fencing CW 13/02/26
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